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World Beaters THORN EMI offers 
the largest range of v2-inch 
streaming tape drives in the world. 
With over 40% commonality of parts, 
the modular 8900, 9800 and 9900 are 
a total solution to the problems of 
Winchester disk backup. 


Standard 42-inch Tape Format Data is 
recorded on 12-inch, open-reel, standard 
computer tape in IBM/ANSI/ECMA compatible 
format at either 1600 bpi PE, or 3200 bpi 
double density. On the 8900 and 9900, 800 bpi 
NRZ is also available, to give dual PE/NRZ 
interchangeability. Coupled with multi-speeds 
of 25, 37.5, 50 or 100 ips, the model choice 
enables you to tailor your disk back-up, 
archival storage and data interchange needs 
precisely, without foregoing your option to 
expand to higher densities and capacities. 


Capacities to 138 Mbytes Unformatted 
capacities of the three models range from a 
maximum of 34.5 Mbytes on the 9800 to 138 
Mbytes on the 9900, depending on the reel 
size, recording density and tape length. 
Whatever your application, we have the 
flexibility to match your needs. 


Ergonomic Design Operators, perhaps 
more familiar with office equipment than tape 
drives, can relax with THORN EMI Streamers. 
The 9800 and 9900 will automatically load an 
open reel of tape once it has been placed in 
the reel aperture. On the high-performance 
8900, every operator will appreciate the 
simplified tape path and the easy-load 
mechanism, derived from our successful 8800 
formatted tape drive. An intelligent 
alphanumeric display on all models monitors 
the tape loading in plain language and 
afterwards displays a running commentary on 
tape drive activity and status to prompt and 
guide the operator. There are no special skills 
to be learned. 





Comprehensive Diagnostics Integral 
diagnostic routines can eliminate the need for 
extensive and costly training of product 
specialists. In addition to guiding your 
operator, the diagnostic programs also isolate 
faults down to module level, using the 
alphanumeric display. As many as 60 
diagnostic programs can be selected remotely 
or by the operator. Special registers, providing 
detailed status and error-logging information, 
can be host-controlled via the interface. With 
THORN EMI Streamers, minimal downtime is 
synonymous with minimal test equipment. 


System Integration THORN EMI 
Streamers are designed for unobtrusive 
integration into any computer system. All 
models incorporate an industry-standard 
interface, integral power supply and formatter 
and a high-capacity double-density option. A 
spare pcb slot permits instant upgrade with an 
alternative interface board, NRZ (800 bpi) 
board or cache memory. THORN EMI 
Streamers are available for 19-inch rack 
mounting, low-profile cabinet mounting, and in 
a stand-alone enclosure for desk-top use. 


No-Compromise Design THORN EMI 
Streamers are packed with technical 
innovations reflecting our many years of 
experience in building high-quality tape drives. 
Despite their competitive price, THORN EMI 
Streamers don't compromise quality or 
reliability. Compare the 8900, 9800 and 9900 
with the competition and you'll agree that 
THORN EMI Streamers can't be beaten. 


